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ZR-6 SPECIFICATIONS

THE TECHNICAL STUFF
FM TUNER 

Frequency Range: 87.5 – 108 MHz

AM TUNER

Frequency Range: 530-1710 kHz

IF Rejection: ≥ 40dB

Image Rejection: ≥ 30dB

Selectivity: ≥ 20dB (+/- 20kHz)

Usable Sensitivity: ≤ 63dBu (S/N = 20dB)

S/N Ratio: ≥ 42dB

AMPLIFIER SECTION

Power Output: 25 watts per channel RMS at 8 ohm,
 from 20Hz to 20kHz with no more than 0.2% THD any zone driven 

Frequency Response: 20Hz to 20kHz +0db/-0.5dB

Signal to Noise Ratio: 100dB (A-weighted)

TONE ADJUSTMENTS

Treble (@10kHz): +/-12dB

Bass (@50Hz): +/-12dB

Variable Loudness: Automatic - selectable on/off

AUDIO INPUTS

Connectors: Five pairs of stereo line-level analog inputs 
with gold-plated female RCA connectors; One paging input

Input Impedance: ~10K ohm

AUDIO OUTPUTS

(3)  Pre-amp Outputs (stereo pairs) Output impedance: 100 ohm

CONTROL INTERFACES

(6)  Keypad Connector Ports RJ-45 Jacks

(4)  12V Control Outputs 3.5 mm female 
tip-positive (150mA, Global, Zones 4, 5, 6) 

(5)  Video Sync Inputs Input impedance: 10k 

(5)  Voltage Sync Inputs 3-30V AC/DC (10mA)

(1)  Home Theater Sync Input 3-30V AC/DC (10mA)

(1)  iPod Connector

(1)  IR Control Input 3.5 mm female tip-positive

(5)  Flasher Outputs (2-6) 3.5 mm stereo female tip-positive (30mA peak)

(1)  High Output Flasher Port 3.5 mm female tip-positive (1A peak)

(2)  RS-232 Rear panel - 3.5 mm female tip-positive Front panel - 
DB9 nine-pin serial connector, female

(2)  Expansion Ports In and Out, RJ-45

GENERAL

Power Supply: 110V, 60 Hz 

KPV: 30

Power Consumption: 200 Watts

Dimensions: 17” wide x 3.5” high x 15” deep, 

43.18 cm wide x 8.89 cm high x 38.1 cm deep

Weight: 25 lbs, 11.36 kg

REMOTE CONTROL (INCLUDED)

Transmitter: Infrared

Signal Range: 15-30 feet / 5-10 meters

Power Supply: (2) “AA” Batteries (1.5V x 2)
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ZR-6 KNOCKS OUT THE COMPETITION
The ZR-6 Goes Head-To-Head Against The Nuvo® Concerto® and Russound® CAM6.6T

BENEFIT

Simply plug it in and it works, all the codes are already built-in

Music right out of the box—no other equipment required

A single press is all your customer needs

Installation in spas, showers or outdoors by the pool

Wizard-based design programs quickly without a computer

Drive 2 pairs of 8 ohm speakers in parallel per zone

IR codes for the Niles VS-6 six zone video switcher are built-in

Independent zone control using secondary controllers

Simplifi es confi guration and troubleshooting 

Mutes the system and plays paging through selected zone(s)

Turn on all zones to the same source from any keypad

Ready to be installed in an equipment rack (hardware inc.)
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ZR-6 Concerto CAM6.6TFEATURE

Plug & Play iPod® Integration

Built-In AM/FM Tuner

One Touch To Entertainment®

Weather-Resistant Keypads

On-Board Programming

4 Ohm Stable Power Amplifi er

Optional Video Distribution

Discrete IR Codes Per Zone

Front Panel Display & Controls

True Audio Paging

One-Button Party Mode

Rack Mount Ears Included
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